WATER RESTORATION SYSTEMS

We adopted 'living water' in all our concepts, from
product development, marketing to service; restoration is the goal.
We believe in restoring water to its living state
in balance to nature’s intended ecosystem.
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WATER RESTORATION SYSTEM

CERTIFIED
1,100 Gallons = 8,330 single use bottles

*16.9 oz/500 ml

The first stage is the patented NASA derived
technology with unique ﬁlteration and nano
electro-positive properties capable of retaining
contaminants with the highest efﬁciency.

The Naiad™ Point-of-Use Restoration
System includes our proprietary Water
Optimization™ Technology in-line.

The second stage utilizes the highly advanced
patented ﬁlter technology speciﬁcally designed
to reduce heterotrophic bacteria and chlorine.

This unique technology is key in restoring the
properties of the water and enhance the

The third stage ﬁltration ensures the ﬁnal
protection to capture and retain any sub-micron
particles including trace pharmaceuticals.

efficacy of the three-stage purification. You
and your family can enjoy an endless supply
of 'softened' water without the use of
chemicals or electricity.

Retention Characteristics
This unique filtration
media revolutionized water
purification and provided
methods for sanitizing
recycled water in space
NASA's Johonson Space Center

BRINGING NASA TECHNOLOGY DOWN TO EARTH

>99.9999% reduction of bacteria
>99.99% reduction of Legionella
>99.95% reduction of cysts
>99.99% reduction of virus
Eliminate chlorine taste and odor
Reduction of lead, turbitity and
<1 micron particulates in size

Naiad™ Point-of-Use Restoration System has been certified to NSF/ANSI Standards 42, 53 and P231 performed by IAPMO for microbiological drinking water purifiers.
The Water Optimizer™ has been certified to NSF/ANSI 61 & 372 ensuring no harmful contaminants could leach or mitigate from the product or material into the drinking
water. The certification also conforms with lead content requirements for "lead free" plumbing performed by IAPMO Research and Testing.
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HOW WE COMPARE

ATTRIBUTES

CARBON
FILTER

REVERSE
OSMOSIS

NAIAD

WATER RESTORATION
SYSTEM

Removes Pesticides + VOC
Resistant to Biofouling
Maintains Water pH
Depth Filtration Reliability
Mitigates Biofilm
Softens Water Properties
No Water Waste
Uses No Electricity
Maintains Healthy Minerals

*compared to BRITA® Everday™ Pitcher | **compared to standard 6-stage Reverse Osmosis systems

Naiad™ Point-of-Use Water Restoration System has been certified to NSF/ANSI Standards 42, 53 and P231 performed by IAPMO for microbiological drinking water
purifiers. The Water Optimizer™ has been certified to NSF/ANSI 61 & 372 ensuring no harmful contaminants could leach or mitigate from the product or material into the
drinking water. The certification also conforms with lead content requirements for "lead free" plumbing performed by IAPMO Research and Testing.
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CONTAMINANTS REMOVED
CERTIFIED WITH NSF/ANSI Standards 42, 53 and P231

Arsenic
Bacteria
BPA
Bromine
Chloramine
Chlorine
Cysts
DNA/RNA

E-Coli
Ferrous Iron
Flumenquine
Humic Acid
Iodine
Lead
Legionella
Orthophosphate

PCB’s
Penicillin
Pharmaceuticals
Polysaccharides
TEP
Tri-halomethanes (THM)
Virus (Polio, Nororvirus, Rotovirus)
VOC

BRINGING NASA TECHNOLOGY DOWN TO EARTH

Naiad™ Point-of-Use Water Restoration System has been certified to NSF/ANSI Standards 42, 53 and P231 performed by IAPMO for microbiological drinking water
purifiers. The Water Optimizer™ has been certified to NSF/ANSI 61 & 372 ensuring no harmful contaminants could leach or mitigate from the product or material into the
drinking water. The certification also conforms with lead content requirements for "lead free" plumbing performed by IAPMO Research and Testing.
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